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ELEME CİHAZLARI
SIEVING

ELEK SARSMA CİHAZI
SIEVE SHAKER

Elektrik motoru: 0,5 HP, 900dev/dak, 220v, 3p, 50 Hz 
0 - 300 dev/dak arası kademesiz ayarlanabilir elek sarsma hızı

Üst üste 8 adet Ø 200 mm x 50 mm standart analiz eleğini ayni 
anda bağlayabilir,Kuru ve Yaş elemeye uygun,1 adet elek alt 
toplama kabı ve 1 adet elek üst kuru ve yaş eleme kapağı, 15 m 
su hortumu su giriş çıkış rekorları ile tekmil. Öğütme süresi 0’dan 
999 saate, 999 dakikaya ya da 999 saniyeye kadar ayarlanabilir.

Ürün Eleme Boyutu:  20 μm    ile    20  mm arası.

Electrical Motor:  0,5 HP, 900rpm, 220v, 3p ,50 Hz
Shaking speed can be adjusted between 0 -300 rpm

Can shake up to 8 sieves( Ø200 x50 mm) at the same time,
Suitable for both dry and   wet   sieving. Dijital setting of 
grinding time from 0 up to 999 h or 999 min.or 999 seconds.
provided with collecting cup, receiver , lid  for both dry and 
wet sieving , sieve brushes, 15 m water hose and connecting 
system. Equipped with rubber balls and discs cleaning system
in order to keep screen meshes open and clear.

Sieving capacity from 20 μm up to 20 mm material particle size
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