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CEVHER ZENGİNLEŞTİRME CİHAZLARI
MINERAL PROCESSING

TEK HÜCRELİ JİG 
ONE PISTON JIG       75 X 100 mm

Elektrik Motoru :0,75 HP, 1400d/d, 220 v, 3 p, 50 Hz ve
 redüktör tahrikli

Pulsasyon hızı 0-300 dev/dak arası kademesiz olarak 
ayarlanabilir

75 x 100 mm ebadında 1 adet pistonlu,- Cihazın eksantrik 
miktarı, pistonun kursu 20 mm olacak şekilde imal edilmiştir. 
(Piston kursu sabittir).
Cihaz komple çelik kostrüksiyon altı raflı ve üstü masalı bir 
şase üzerine oturtulmuş olup 4 adet frenli oynak rulmanlı 
tekerlek ile laboratuar içinde mobil olarak kolayca hareket 
ettirilebilmektedir.Pulp ve su ile temas eden tüm aksam 
paslanmaz çelik AISI 304 den imal edilmiş ve polisaj ile 
parlatılmıştır.
Nominal Kapasite  < 5 kg/saat 
(Malzemenin cinsine ve iriliğine bağlı olarak)

Electrical Motor 0,75 HP, 1400 rpm, 220 v, 3p, 50 Hz
and gearbox drive. 

It is a device to enrich various minerals like carbon,coke, 
etc.,in three compartments.

Equipped with three pistons, with cross sectional dimensions 
75 x 100  mm,  drived by an eccentric crank shaft on a water 
basin and enrich the material through  a screen deck. 

The pulse rate infinitely variable from 0 to 300 rpm by an 
electronic motor speed controller. 

Provided with five square opening wowen wire mesh stain-
less steel sieves with sizes 1mm, 2mm, 3mm, 4mm,5 mm .  

Nominal capacity up to 5 kg/h (depending on the type and 
size of material)
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