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ÖZEL MAKSATLI MAKİNELER VE SİSTEMLER
SPECIAL PURPOSE MACHINES AND SYSTEMS

ÜRÜN TEKNİK ÖZELLİKLERİ
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TECHNICAL DETAILS

TECHNICAL DETAILS

CERCHAR İNDEKS CİHAZI
CERCHAR ABRASIVENESS INDEX TESTING APPARATUS

DRI ÖĞÜTME  İNDEKSİ TAYİN CİHAZI
DRI GRINDIBILITY INDEX APPARATUS 

Kayaç ve doğal taşların aşındırıcılık özelliklerinin saptan-
masında kullanılır.(CAI) CERCHAR Aşındırma İndeksi değeri 
ile ilgili International Journal of Rock Mechanics and 
Mining Sciences, Uluslararası Kaya Mekaniği ve Madencilik 
Bilimleri Bülteni 40(2003) 259- 263 Sayılı makalesindeki 
tarife uygun. 20 adet 55-56 HRC Sertlikte Ø 10 x 100 mm 
çizici ucu ile tekmil.

Kayaç ve doğal taşların yüzey sertliği ve delinebilirlik özel-
liklerinin saptanmasında kullanılır. (D.R.I) İndexi değeri.

It is used for determination of rock and stone 
abrasiveness index (CAI) CERCHAR ABRASIVENESS INDEX 
VALUE.  It is as explained in “International Journal of Rock 
Mechanics and Mining Sciences  
40(2003) 259- 263”                                                                                       
Provided with  20 pcs. steel (scraper tools) testing pins of 
size  Ø 10 x 100 mm made of tool steel and hardened to  
55-56 HRC  

It is used for determination of rock and stone drillability 
and grindibility  index  values. DRI GRINDIBILITY INDEX  
values.


