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KIRICILAR
CRUSHING

HİDROLİK MADEN KIRMA PRESİ 30 TONLUK 
HYDRAULIC ROCK AND MINERAL CRUSHING PRESS 30 TONS
 

Büyük boyutlu (25-30 cm) numuneleri, laboratuvarda balyozla 
kırmak yerine, hiç numune kaybı yaşamadan, güvenli ve kapalı 
bir kabin  içerisinde baskı ve kesme ile ufalayarak, kırıcıya bes-
leyebilecek boyuta indirmek  için kullanılır.

It is used for rapid and safe  size reduction,without material 
loss by crushing  under hydraulic pressure  to prepare suitable 
sized samples to feed to laboratory type  crushers.

Elektrik motoru: 4 HP, 1400 dev/dak, 380 v, 3p  

Max. Basma Kuvveti:  30 ton

Max. Strok:   400 mm

Değiştirilebilir Kırma Kafaları
 
 düz ezme 
 kama kesme 
 konik noktasal

Kırılan malzemenin sıçramasını önleyen örme tel 
koruyuculu pleksiglas cam kapak
Besleme Boyutu:  < 30 cm ; Ufalanmış Boyut < 5 cm
 

 Electrical motor:    4 HP, 1400 rpm, 380 v, 3p  

Max. Compressive force:   30 tons

Max. Strok:      400 mm

Changeable Piston Heads 
 
 straight
 wedge 
 cone pointed

Safety cage made of transparent acrylic plexiglass sheet (re-
inforced  with wowen steel wire) with two front hinged lids. 
Feeding Size  < 30 cm ;Final fineness < 5 cm . Easy material  
crushing, safely and without material loss. 

ÜRÜN TEKNİK ÖZELLİKLERİ

TECHNICAL DETAILS


